
24/7 Lone Worker Monitoring

Protecting over  
20,000 lone workers 

each year

RedAlert 1000 GPS device is a key fob style device accredited to BS8484. 

Users equipped with this device are only one button press away from reassurance and protection. 

BS8484 accredited

2-way communication

Amber Alert (optional timer)

GPS

LED indicators

Easy to activate Red Alert

Fall detector

Roaming sims (available)

Devices can be shared

200+ hours battery life

Front Back

Bespoke ID badge holder available in an 

assortment of colours. Can be worn on a 

lanyard or belt clip.

RedAlert 1000 GPS Device

Trusted lone worker solutions 
provider with experience and 
expertise to deliver effective, 

tailored solutions.

Weighing just 35 grams, the 1000 GPS device can 

be worn on a lanyard, carabineer belt clip or within a 

bespoke ID badge holder.

In the event of an incident or feeling unsafe, by 

pressing the Red Alert/SOS button, lone workers have 

instant access to the Orbis dedicated and accredited 

lone worker monitoring service. Provided by our  

in-house BS5979 CATII / BS8484 accredited Alarm 

Receiving Centre (ARC).

Key Features

Optional Accessory

TEL 0845 250 4626

info@orbisredalert.com
www.orbisredalert.com

Response Centre - Riverview House - Dock Road South - Bromborough - Wirral - CH62 4SQ

attachable to lanyard or belt clip

Jane Bloggs

Tel: 0123 456 789

Mail: Jane@Bloggs.com

Company



24/7 Lone Worker Monitoring

Protecting over  
20,000 lone workers 

each year

Response Centre - Riverview House - Dock Road South - Bromborough - Wirral - CH62 4SQ

To discuss our range of products and services in more detail,
please call us on 0845 250 4626 or email info@orbisredalert.com

Dimensions

Weight

Battery

Voice

GPS Chipset

General Specification

61mm x 43mm x 16mm

35g

Rechargeable 3.7v 800 mA/h

2 way audio communications

U-Blox 7 (Supported AGPS)

RedAlert Activation and Response

ESCALATIONS

sos`

User raises a 
RedAlert by 

pressing SOS 
button

RedAlert 
activated in 

BS 5979 CAT II 
Alarm Receiving 

Centre (ARC)

GPS location 
obtained 

automatically

ARC Operators 
listen and assess 

RedAlert and 
communicate 

with user
(if safe to do so)

ARC Operators 
follow the 
employers 
bespoke 

escalation 
procedure

ARC Operator 
escalates to 
emergency 

services or pre-
defined contacts 

(as required)

Step 1 Step 2 Step 4Step 3 Step 5 Step 6

Simple method using a dedicated button to leave a brief message, detailing lone working activity 
(for example address details). 

Amber Alert recording is kept on the Orbis lone worker platform and is only accessed in the event 
of a Red Alert activation or Amber Alert timeout. 

ARC Operators have the ability to retrieve and listen to the Amber Alert should an alarm be raised.

1000 Series Device Specification

24/7

Amber Alert (optional timer)


